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RECEIVING A REQUEST FROM A USER OF AN INTERNET PROTOCOL (IP) 
TELEPHONE DEVICE TO ESTABLISH A PPPoE SESSION TO LAUNCH A 

VoIP TELEPHONE CALL 
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RETRIEVING PPoE LOGIN INFORMATION 
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ESTABLISHING A POINT TO POINT OVER ETHERNET (PPPoE) SESSION 

FROM THE INTERNET PROTOCOL (IP) TELEPHONE DEVICE TO AN 
ACCESS ROUTER OF A REMOTE VoIP SERVICE PROVIDER NETWORK IN 
RESPONSE TO THE REQUEST AND IN RESPONSE TO RETRIEVING THE 

LOGIN INFORMATION 
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COMMUNICATING VoIP TRAFFIC OVER THE PPPoE SESSION 
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DISPLAYING AN INDICATOR ON A DISPLAY OF THE IP TELEPHONE 
DEVICE THAT THE PPPoE SESSION HAS BEEN ESTABLISHED 
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DISCONNECTING THE PPPoE SESSION TO TERMINATE THE VoIP CALL IN 
RESPONSE TO A USER INPUT DEVICE INDICATING THAT A USER 
SELECTED A DESIGNATED PPPoE FUNCTION KEY AND AFTER THE 
PPPoE SESSION HAS BEEN DISCONNECTED, FURTHER COMPRISING 
DISPLAYING AN INDICATOR ON THE DISPLAY THAT THE PPPoE SESSION 

HAS BEEN DISCONNECTED 



FIG. 5 



